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Dear Mr. Kollar: 

Enclosed are the minutes from the January 21, 1997 RAB meeting. The next 

meeting will be at 7:00 p.m. on February 18, 1997 at the Jumpin' Jax 

Enlisted Club Main Event Room. 

The agenda will include presentations from Mayport, Cecil Field, and 

Jacksonville RABs with a joint RAB social and networking session. 

If you cannot attend the meeting, or have comments or questions, please 

contact me at 772-2717 extension 119 or Bill Dougherty, Naval Air Station 

Public Affairs Officer at 772-4032. 

Sincerely, 
/ 

D. R. LANCASTER 

GS-12, Installation Restoration Manager 

By direction of the Commanding Officer 

Enclosure 



NAS JACKSONVILLE RESTORATION ADVISORY BOARD 
MEETING MINUTES 
JANUARY 21,1997 

The regularly scheduled meeting of NAS Jacksonville’s Restoration Advisory Board 
(RAB) was held at 7:00 p.m. on Tuesday, January 21, 1997 at the Timucuan Elementary 
School Library. 

Members present: 

Diane Lancaster Navy Co-chair 
Bill Dougherty NAS Jax IRPAO 
Margo Latham RAB Community Co-chair 
Gerald Young City of Jacksonville, RESD 
Henry Anner RAB Member 
Curtis McLemore RAB Member 
Phyllis D. Hunter RAB Member 
John Barnard RAB Member 
John H. Baty RAB Member 
Mark Reasoner RAB Member 
Jose’ R. Deliz PWC 
Dana Gaskins SOUTHDIV 
Bill Kollar ABB Environmental Services 
Chdntay Bronson Recorder 

RAB Community Members Absent: 

Lois Lowe-Vickers 
Ron Hoenstine 
Birdie Butth 

I. Review of the November RAB Minutes 

a. One question was raised asking clarification of the term “in-situ.” Definition: 
“in-place.” 

b. November minutes were approved by the members. 

II. Training 

a. Air Sparging Training. 

Air sparging is the in-place treatment of ground water. Air is pushed- into the ground 
below ground water level to force contaminants such as solvents through the ground 
water to the unsaturated soil above the ground water. Vacuuming is done to take 
contaminants out of the ground water. 

Air sparging enhances stimulation of biodegradation by introducing dissolved oxygen. 

Air sparging will be used at Buildings 106 (dry cleaners) and 780 (parts washing). One 
unit will be placed at both buildings for two years. 

Soil vapor extraction will be used at Building 106 and ground water extraction (drawing 
the water through a well and treating it). Well will be constructed at Building 780. 
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